
















Dual color Strobe Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V): DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：90
4.Unit：Piece
5.Package Size(cm)：13*13*6
6.Product Description: Internal driver

blue white dual color strobe marine light
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

10. Function Models: ①Stable Blue ②Stable White ③Stable Blue+White
④Blue White Strobe ⑤Blue White Cross

Part No. LEDs Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKU-
DS50BW 48X3W

White 4.3A 51.3 480 2148

700 800Blue 4.3A 51.2 472 630

White+
Blue 4.1A 49.1 474 1510

Note:  The lamp can be controlled by switch, with no external controller. It can work both out of water and 
under the water. Other dual color models can be customized such as Red/White, Green/Blue, Green/White etc.
RGBW model will be coming soon.

60W Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：13*13*6
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g） EXW (USD)

WKU-60R 12X5W Red 3.58A 43W 630 1537 650 800

WKU-60G 12X5W Green 4.72A 56.6W 520 1735 650 800

WKU-60B 12X5W Blue 4.6A 50.2w 460 720 650 800

WKU-60Y 12X5W Yellow 3.82A 45.8w 590 2951 650 800

WKU-60W 6X10W White 4.86A 58.3w 380～780 2951 650 800

WKU-60RGB 12X5W RGB 4.22A 50.6w 380～780 725~2867 650 800



120W Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：13*18*6
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKU-120R 24X5W Red 7.1A 85.2w 630 3074 860 970

WKU-120G 24X5W Green 9.3A 111.6w 520 3470 860 970

WKU-120B 24X5W Blue 9.1A 109.2w 460 1440 860 970

WKU-120Y 24X5W Yellow 7.4A 88.8w 590 3280 860 970

WKU-120W 24X5W White 9.7A 116.4w 380～780 5902 860 970

WKU-120RGB 24X5W RGB 8.1A 97.2w 380～780 1459-5834 860 970

180W Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：22*13*6
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKU-180R 36X5W Red 10.5A 126w 630 4611 1570 1700

WKU-180G 36X5W Green 13.9A 166.8w 520 5205 1570 1700

WKU-180B 36X5W Blue 13.5A 162w 460 2160 1570 1700

WKU-180Y 36X5W Yellow 11.2A 134.4w 590 4918 1570 1700

WKU-180W 36X5W White 14.5A 174w 380～780 8853 1570 1700

WKU-180RGB 36X5W RGB 9.4A 112.8w 380～780 2197-8796 1570 1700



27W 1/2 NPT Drain Plug Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：10*10*7
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKU-27R 9x3W Red 1.5A 17.2w 630 572 220 300

WKU-27G 9x3W Green 1.8A 21.6w 520 831 220 300

WKU-27B 9x3W Blue 1.8A 21.7w 460 259 220 300

WKU-27Y 9x3W Yellow 1.8A 21.8w 590 807 220 300

WKU-27W 9x3W White 1.8A 21.6w 380～780 1176 220 300

WKU-27RGB 9x3W RGB 1.65A 19.8w 380～780 259~1170 220 300

45W Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：18.5*8.2*6.5
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKU-45R 9X5W Red 2.16A 26w 630 743 710 800

WKU-45G 9X5W Green 2.4A 28.8w 520 1080 710 800

WKU-45B 9X5W Blue 2.4A 28.8w 460 336 710 800

WKU-45Y 9X5W Yellow 2.4A 28.8w 590 1049 710 800

WKU-45W 9X5W White 2.4A 28.8w 380～780 1528 710 800

WKU-45RGB 9X5W RGB 2.3A 27.6w 380～780 336~1520 710 800



90W Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：27.5*8.5*6.5
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKU-90R 18X5W Red 4.3A 43.2w 630 1486 1080 1200

WKU-90G 18X5W Green 4.8A 46.8w 520 2160 1080 1200

WKU-90B 18X5W Blue 4.8A 46.8w 460 672 1080 1200

WKU-90Y 18X5W Yellow 4.8A 46.8w 590 2076 1080 1200

WKU-90W 18X5W White 4.8A 46.8w 380～780 3028 1080 1200

WKU-90RGB 18X5W RGB 4.8A 45.6w 380～780 672~3028 1080 1200

30W Slim Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in
Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：18.5*8.2*6.5
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKUS-30R 6X5W Red 1.6A 19.5w 630 635 370 450

WKUS-30G 6X5W Green 1.9A 23.5w 520 923 370 450

WKUS-30B 6X5W Blue 1.9A 23.4w 460 278 370 450

WKUS-30W 6X5W White 1.9A 23.5w 380～780 1410 370 450

WKUS-30RGB 6X5W RGB 1.9A 23.6w 380～780 278~1410 370 450



60W Slim Surface Mount Marine Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：Single color DC9-32V(built-in
Driver)

 RGB color DC 12V
3.Emitting Angle of Peak(θ)：120
4.Unit：Piece
5.Package Size(cm)：27.5*8.2*6.5
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Case Material：316L Marine Stainless Steel
9.Warranty：3 years

Part No. Power
(W)

Emitting 
Color

Current
@12V

Output
(watt)

Wavelengt
h(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WKUS-60R 12X5W Red 3.1A 37.6w 630 1230 600 700

WKUS-60G 12X5W Green 3.8A 46.5w 520 1780 600 700

WKUS-60B 12X5W Blue 3.7A 45.8w 460 528 600 700

WKUS-60W 12X5W White 3.8A 46.8w 380～780 2750 600 700

WKUS-60RGB 12X5W RGB 3.9A 46.9w 380～780 528~2750 600 700

Dual Color Underwater Lights

Dual clor lamps for all models are available, price is same as single colors



RGB Control Box

Item Pictures Description

WK-BC

Waterproo
f IP67 
Bluetooth 
Control 
Box

Supply Voltage：DC12V      
Output：3 CMOS output   
Connection mode：common 
anode     Static power 
consumption：<1W  Output 
current： <10A/CH   
Output Power:12V:<360W, 
24V:<720W  

WK-RC

Waterproo
f IP68 
Remote 
Control 
Box

Supply Voltage：DC12~24V      
Output：3 CMOS output   
Connection mode：common 
anode     Static power 
consumption：<1W  Output 
current： <6A/CH   
Output 
Power:12V:<216W,24V:<432W 
RF frequency:2.4G       
Remarks:One Remote have 4 
Group, each Group can control 
many pieces controller,and each 
Group can be control separately, 
and 4 Group can be control 
together.Easy to use 



Dimmable LED Ceiling/Dome Light

1.LED Chip Brand：Epistar
4.Product Description: dimmable led dome/ceiling light
6.Case Material：316L Stainless Steel+Aluminum+PC
9.Switch Mode: Touch Sensor Switch/ On-Off Switch
2.Working Voltage(V): DC9-32V
3.Emitting Angle of Peak(θ)：160
8.Beam：Flood
7.Size:4" (98mm)
10.Cable Length: 30cm
11.Memory Function: Yes
5.Waterproof Level：IP65
12.Warranty: 2 years

Part No. LEDs Emitting 
Color

Current
@12V

Output
(watt)

Wavelen
gth(nm) 

Luminous 
Flux(Lm)

N.W
（g）

G.W
（g）

WK-CL9W 18x0.5w

3000K

0.705 8.5 452 380 230 300
4000K

5000K

6000K



Single Pods Waterproof IP67 Eyelid LED Step/Stair/Deck Light

Model No. Image Dimensions Power Color Detail Notes

WK-SS1AP
Φ26*H36mm

1w
Red/Green/Blue/War
m White/White/Cool 

White

Input Voltage: DC 
12V

IP Rating: IP67
Housing Material: 

Aluminum
Warranty: 3 Year

With 
1*1m 
cable

WK-SC1AP 1w RGB

WK-SS1SP
Φ26*H36mm

1w
Red/Green/Blue/War
m White/White/Cool 

White

Input Voltage: DC 
12V

IP Rating: IP67
Housing Material: 

stainless steel
Warranty: 3 Year

With 
1*1m 
cable

WK-SC1SP 1w RGB

Single Pods Waterproof IP67 Flat Surface LED Step/Stair/Deck Light

Model No. Image Dimensions Power Color Detail Notes

WK-SS1FPS
Φ26*H32mm

1w
Red/Green/Blue/War
m White/White/Cool 

White

Input Voltage: DC 
12V

IP Rating: IP67
Housing Material: 

Polished stainless 
steel

Warranty: 3 Year

With 
1*1m 
cable

WK-SS1FPRGB 1w RGB

WK-SS1FS
Φ26*H32mm

1w
Red/Green/Blue/War
m White/White/Cool 

White

Input Voltage: DC 
12V

IP Rating: IP67
Housing Material: 

Non Polished 
stainless steel

Warranty: 3 Year

With 
1*1m 
cable

WK-SS1FRGB 1w RGB

WK-A1FS
Φ26*H32mm

1w
Red/Green/Blue/War
m White/White/Cool 

White

Input Voltage: DC 
12V

IP Rating: IP67
Housing Material: 

Aluminum
Warranty: 3 Year

With 
1*1m 
cable

WK-A1FRGB 1w RGB



Accessories for LED Step/Deck Lights:

Model No. Image Description

WK-CW6S

6 pods wire harness for single color step/deck 
light
Length: 3m
1 Wire can connect 5pcs lamps.
The wires can be connected each other end by end.

WK-CW6RGB

6 pods wire harness for RGB step/deck lights
Length: 3m
1 Wire can connect 5pcs lamps.
The wires can be connected each other end by end.

WK-S2M 6.6 ft (2 m) extension harness for single color 
step/deck light

WK-RGB3M 9.8 ft (3 m) extension harness for single RGB 
step/deck light

WK-TR
GST-1203

AC/DC Adapter
Input: AC 100-240V  50/60HZ
Output Voltage: DC 12V
Output Current: 3A

WK-TR300
S-300-12

AC/DC Adapter
Size:200*110*50 mm
Input:110/220V±15%
Output Voltage(V):12V
Output Current(A):25A
Output Power:300W

WK-AM

LED Amplifier
Input Voltage: DC5-24V
Size: L110.7X W75.1X H25.5MM
Output Voltage: 5v:<150w, 12v:<360w, 24v:<720w



WK-BC

Waterproof IP67 Bluetooth Control Box
Supply Voltage：DC12V       
Output：3 CMOS output   
Connection mode：common anode     
Static power consumption：<1W  
Output current： <10A/CH   
Output Power:12V:<360W, 24V:<720W  

WK-RC

Waterproof IP68 Remote Control Box
Supply Voltage：DC12~24V       
Output：3 CMOS output   
Connection mode：common anode     Static power 
consumption：<1W  Output current： <6A/CH   
Output Power:12V:<216W,24V:<432W  
RF frequency:2.4G      
Remarks:One Remote have 4 Group, each Group 
can control many pieces controller,and each Group 
can be control separately, and 4 Group can be 
control together.Easy to use 



Stainless Steel Rocker Switch Panel

Part No. Pictures Description

WK-SPS2

Panel Material: ABS+PC+316L Stainless 
Steel (frosted surface)
Switch Number: 2pcs
Input: 12V,24V
Size: 82x71mm
LED Color: Green/Red/Blue
Switch Rating:12V 20A/24V 10A
Panel contents: 2 single 5 pin On/Off 
Switches
Waterproof: IP65
Weight: 140g

WK-SPS3

Panel Material: ABS+PC+316L Stainless 
Steel (frosted surface)
Switch Number: 3pcs
Input: 12V,24V
Size: 112x71mm
LED Color: Green/Red/Blue
Switch Rating:12V 20A/24V 10A
Panel contents: 3 single 5 pin On/Off 
Switches
Waterproof: IP65
Weight: 180g

WK-SPS3H2

Panel Material: ABS+PC+316L Stainless 
Steel (frosted surface)
Switch Number: 3pcs
Input: 12V,24V
Size: 112x113mm
LED Color: Green/Red/Blue
Switch Rating:12V 20A/24V 10A
Panel contents: 3 pcs 5 pin On/Off 
Switches+cigarette lighter socket+usb 
charger+digital voltmeter+(TYPE-C+PD) 
charger
Waterproof: IP65
Weight: 320g

WK-SPS4H3

Panel Material: ABS+PC+316L Stainless 
Steel (frosted surface)
Switch Number: 4pcs
Input: 12V,24V
Size: 142x113mm
LED Color: Green/Red/Blue
Switch Rating:12V 20A/24V 10A
Panel contents: 4 pcs 5 pin On/Off 
Switches+cigarette lighter socket+usb 
charger+digital voltmeter+(TYPE-C+PD) 
charger
Waterproof: IP65
Weight: 400g



Dual color 18w LED Work Light

Picture Specification

Model: WK-DW18B
Led Power: 18W
Operating Voltage: 9-32V DC
Led chips: Epistar LEDs
Dual color LED chips, 6pcs 3watt blue chips and 6pcs 
3watt white chips
Color: White/Blue
Lumen: 1150 lm
Current: 630mA (13.5V) for White
660mA (13.5V) for Blue 
Beam: Flood
Housing Color: Black
Material: Aluminum Alloy Metal Housing
Lens material: PC lens  
Lifespan: 50000 hours
Weight: 320g
Warranty:24 months 
Dimension: 6.2"

Model: WK-DW18W
Led Power: 18W
Operating Voltage: 9-32V DC
Led chips: Epistar LEDs
Dual color LED chips, 6pcs 3watt blue chips and 6pcs 
3watt white chips
Color: White/Blue
Lumen: 1150 lm
Current: 630mA (13.5V) for White
660mA (13.5V) for Blue 
Beam: Flood
Housing Color: White
Material: Aluminum Alloy Metal Housing
Lens material: PC lens  
Lifespan: 50000 hours
Weight: 320g
Warranty:24 months 
Dimension: 6.2"



1pod-Cree Led Rock Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：150
4.Unit：1pcs
5. Power: 9w for single color& RGB color, 12w for RGBW
6.Product Description：Internal drive
7.Single Color/ RGB/ RGBW
8.Waterproof Level：IP68
9.Case Material：Aluminium
10.Warranty：2 years

Part No. Color Luminous Flux(Lm) Wavelength(nm) Gross Weight
（kg）

WK-CD1B Blue 96LM 460

0.3kg

WK-CD1A Amber 172LM 590

WK-CD1R Red 176LM 630

WK-CD1G Green 267LM 520

WK-CD1W White 360LM /

WK-CD1RGB RGB 183LM /

4pod-Cree Led Rock Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：150
4.Unit：4pcs/Set
5.Product Description：Internal drive
6.RGB Color
7.Waterproof Level：IP68
8.Case Material：Aluminium
9.Warranty：2 years

Part no. Color Luminous Flux(Lm) Wavelength(nm) Gross Weight
(kg)

WK-CD4B Blue 384LM 460

1.4kg

WK-CD4A Amber 688LM 590

WK-CD4R Red 704LM 630

WK-CD4G Green 1068LM 520

WK-CD4W White 1440LM /

WK-CD4RGB RGB 2864LM / 1.9kg

6pod-Cree Led Rock Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：150
4.Unit：6pcs/Set
5.Product Description：Internal drive
6.Single Color/RGB
7.Waterproof Level：IP68
8.Case Material：Aluminium
9.Warranty：2 years

Part No. Color Luminous Flux(Lm) Wavelength(nm) Gross Weight
(kg)

WK-CD6B Blue 576LM 460

1.8kg

WK-CD6A Amber 1032LM 590

WK-CD6R Red 1056LM 630

WK-CD6G Green 1602LM 520

WK-CD6W White 2160LM /

WK-CD6RGB RGB 2.3kg



8pod-Cree Led Rock Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：150
4.Unit：8pcs/Set
5.Product Description：Internal drive
6.Single Color/ RGB
7.Waterproof Level：IP68
8.Case Material：Aluminium
9.Warranty：2 years

Part No. Color Luminous Flux(Lm) Wavelength(nm) Gross Weight
(kg)

WK-CD8B Blue 768lm 460

2.6kg

WK-CD8A Amber 1376LM 590

WK-CD8R Red 1408LM 630

WK-CD8G Green 2136LM 520

WK-CD8W White 2880LM /

WK-CD8RGB RGB 1432LM /  3.1kg

10pod-Cree Led Rock Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：150
4.Unit：10pcs/Set
5.Product Description：Internal drive
6.Single Color
7.Waterproof Level：IP68
8.Case Material：Aluminium
9.Warranty：2 years

Part No. Color Luminous Flux(Lm) Wavelength(nm) Gross Weight
(kg)

WK-CD10B Blue 960LM 460

WK-CD10A Amber 1720LM 590

WK-CD10R Red 1760LM 630

WK-CD10G Green 2670LM 520

WK-CD10W White 3600LM /

WK-CD10RGB RGB

12pod-Cree Led Rock Light

1.LED Chip Brand：CREE
2.Working Voltage(V)：DC9-32V(built-in Driver)
3.Emitting Angle of Peak(θ)：150
4.Unit：12pcs/Set
5.Product Description：Internal drive
6.Single Color/RGB
7.Waterproof Level：IP68
8.Case Material：Aluminium
9.Warranty：2 years

Part No. Color Luminous Flux(Lm) Wavelength(nm) Gross Weight
(kg)

WK-CD12B Blue 1152LM 460

3.6kg
WK-CD12A Amber 2064LM 590
WK-CD12R Red 2112LM 630
WK-CD12G Green 3204LM 520
WK-CD12W White 4320LM /
WK-CD12RGB RGB





CREE LED Underwater Fishing Light

1. LED Chip Brand：CREE
2.Working Voltage(V): DC9-32V(built-in Driver)
3.Cable Length：9m
4.Unit：Piece
5.Size: Height, 168mm. Diameter, 88mm
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Material：PC, 316L Stainless Steel
9.Warranty：2 years

Part No. Power
(W)

Emitting 
Color

Current
@13.5V

Output
(watt)

Luminous 
Flux(Lm)

Net Weight
（g）

Gross 
Weight
（g）

WKFL-300G 99X3W Green 11.1A 150w 4300 1300 1500

WKFL-300B 99X3W Blue 9.3A 125w 2554 1300 1500

WKFL-300W 99X3W White 11.6A 156w 7263 1300 1500

5050 LED Underwater Fishing Light

1. LED Chip：5050
2.Working Voltage(V): DC9-32V(built-in Driver)
3.Cable Length：9m
4.Unit：Piece
5.Size: Height, 168mm. Diameter, 88mm
6.Product Description：Internal drive
7.Waterproof Level：IP68
8.Material：PC, 316L Stainless Steel
9.Warranty：2 years

Part No. Power
(W)

Emitting 
Color

Current
@13.5V

Output
(watt)

Luminous 
Flux(Lm)

Net Weight
（g）

Gross 
Weight
（g）

WKFL-5050G 297X 0.5W Green 2.8A 38W 1829 1300 1500

WKFL-5050B 297X 0.5W Blue 2.7A 36W 1098 1300 1500

WKFL-5050W 297X 0.5W White 3.1A 42W 4042 1300 1500
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